PILOT CYLINDER BANK FRAME ASSEMBLY

DATA SHEET SUITABLE FOR 2 Nos. OF 6.8 LITRES WATER PART NO & IH47/8
CAPACITY CYLINDER
OLD DWG.NO.:DP—-5.8/12—517 - ) - - | - . o
NEW DWG.NO.:DP—5.8 /MT—007 DATE JUN 2019 REVISION O |5CALE « NUTLSSHEET 1 OF 1 | APPD. BY (DB
NTRODUCTION @ —
RANGEMENT FOR FIXED INSTALLATION FIRE EXTINGUISHER SYSTEM SUITABLE FOR 6.8 LITRES

ITYPICAL PILOT CYLINDER BANK AR

WA TER CARPACIHTY CYLINDERS OF 140mm DIA MAXIMUM.

REV—01: REV—01 IS THE SAME AS REV—00 EXCEPT FOR ADDING ISO 9001:2015
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01. ALL DIMENSIONS ARE IN "mm~  UNLESS OTHERWISE SPECIFIED.
O/, 10LeERANCE ON DIMENSION = 5 MM, UNLESS OlHERWISE SPECIFIED.
ECHNICAL SPECIFICATION
01. | FRAME 03] FASTENERS
(a) MATERIAL OF CONSTRUCTION VS 40x40x1.6 SQUARE TUBE (a) M8 X 50MM BOLT 32 NOS. (SS 304)
(b) FINISK DPOWDER COATING — SEIMENS GRAY (B) M8 X 60MM BOLT WITH NUT 02 NOS. (SS 304,
TEXTURED (¢) M10 X 260MM STUD WITH NUT 1 NO. (MS NICKEL COATED)
(¢) TYPE OF CONSTRUCTION CIXED WITH S.S. FASTENERS (d) MT10OxTOOMM(L) ANCHOR FASTENERS |2 NOS. (MS ZINC COATED)
REMOVABLE
UZ. IMOUNTING DETAIL THROUGH BOTTOM FRAME
® 1ISO 9001 - 2015
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